AMERICAN BEAUTY RESISTANCE SOLDERING SYSTEMS

ULTRA-HIGH CAPACITY TWEEZER SYSTEM

Common Applicofions: Mot anly can you lackle applicaiions using higher

temperaiure solders, this syshem permils low lemperature broz nq ncloding

compressar, refrigerant and ather high pressure Tines. Maturally the system can

also handle antenna leads, semi-igid coaxial coble, 14" connactions, heavy-

gauge wire, lerminals, lugs.

Components: 105C1, 105227, 105 19HW

Specificalions:

= |, BOOWY [£.9VAC) Maximum Dulpur Power Unit with 23 Unique Power
Seftings, Lighted Rocker, 15 AMP Circurt Profection & Heawyduty steel
case.

Model 105K5

. Sﬁﬁfbgsiggﬁndlu Handplece with seven foct (1.22m) & AWG high

= Copper cad, slainless steal elactrodes, 1/8" (1.98mm) Diameler, 3°
Length. Easlly cusiomizable with approximate 58" opening upon shipping.

= Rugged, Indusinal Footswiich with & foof (1.83m) cond.

Weight: 33.0 Lbs. [14.97 kg

Replacement Elecirode: Model 10594

HIGH CAPACITY TWEEZER SYSTEM

Common Applications: High temperature solders have become much more
comman In produchion emaronment as the leadfree solder movement jakes
hold. This syslem provides the exira power required fo effecivaly fockle thess
apphications, including antenna leads, semiigid comaal cable, ¥ connec-
kons, heavy-gauge wire, terminals, lugs.

Components: 10582,105127,10519
Specifications:

» 1,T00W [5.8VAC) Power Unit with 23 Unique Power Sattings, Lighted
Rocker, 10 AMP Circuit Profection & Heavy-duty steel casa.

» Durable, Usarfniendly Handplace with four foot |1.22m] 10 AWGS High
Sirand DLO cord saf.

= Copper clad, sianless steal eloctiodes, 1/8°(1.98mm) Diameter, 37
Length. Eoslty customizable with approximata 5/8 opening upon shipping.

. L?ee-:__'ndusrr!ul Foctswiich with & foot {1.83ml, three-wire cord and
MHEMA 515 P/R piggyback plug.

Wiaight: 25.0 Lbs. [11.34 kg
Replacement Elecirode: Maodel 10594

Model 105L7

STANDARD CAPACITY TWEEZER SYSTEM

Common Applicofions: Anfenna leads and semi-igid coaxal coble, connec:

fians up ko 1./4° [6.5mm], heavy gauge wire, terminals, lugs, posks, bus bar

torminafions, cable and hamess assamblies, heawy-duty solderng.

Componanis: 105412, 105127 10519

Specificotions:

= 2500V (2. BVAC) Power unit with Infintlely Vanable Cutput confrol, lighled
Rocker, 3 AMP Circult Frotection & Heavy-duty aluminum case.

» Durable, Usarfniendly Handplace with four foot |1.22m] 10 AWGS High
Strand DLO cord sel

L r dad, stainless steal elachiodes, 1/8" [1.98mm) Dlameler, 37
Lergm. Easlly customizable with approximate 5/8" opening upon shipping.

= Rugged, Industnal Foatswiich with & foot {1.83ml, threewire cord and
MEMA 515 P/R plggyback plug.

Weight: 10.0 Lbs. [4.54 kg)

Replocement Elediodes: Model 10594

Model 10504
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