
   

Flat Nose Pliers, without serration, edges 
rounded,  
for holding and forming flat parts.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
236 

130 5 70 20 12 7,5 2,5 5,0 X   X 
 

Round Nose Pliers, smooth jaws,  
for bending loops.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
238 

130 5 70 20 12 8,0 3,6 1,8 X   X 
 

Chain Nose Pliers, without serration, edges 
rounded,  
for gripping, forming and twisting.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
240 

130 5 70 22 12 7,5 2,0 1,2 X   X 
 

Long Flat Nose Pliers, serrated,  
for sure gripping and handling of different parts.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 254 145 53/4 70 37 11 8,0 2,5 4,5 X X X  



Snipe Nose Pliers, jaws bent 45°, serrated,  
for working in confined spaces.  
Box-joint.  
   
   

No. m
m 

´´  g A B C b c o
F 

F D
F 

E 
27
5 

140 
51/

2 
7
0 

3
3 

1
1 

7,
0 

2,
0 

1,
5 X   X 

  

Snipe Nose Pliers, serrated,  
for gripping, holding and forming different 
wires and parts.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
276 

140 51/2 70 35 11 7,0 1,8 1,2 X X X 
 

 

Snipe Nose Pliers with Tip-Cutter,  
for cutting and forming copper wire up to ø 
0,8mm.  
Lap-joint with extra-hard rivet.  
   

No. mm ´´  g A B C b c oF F DF 

E 
279 

150 6 90 44 14 8,0 2,0 1,8 X   X 
 

 

Long Snipe Nose Pliers, serrated,  
heavy pattern with fine tips.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
280 

170 61/2 100 60 13 8,0 2,0 1,8 X   X 
 

 

 



Long Snipe Nose Pliers, jaws bent 45°, 
serrated,  
heavy pattern with fine tips. Box-joint.  
281-90: jaws bent 90°.  
   

No. mm ´´  g A B C b c oF DF 

E 281 
E281-

90 

170 
170 

61/2 
61/2 

100 
100 

58 
55 

13 
13 

8,0 
8,0 

2,0 
2,0 

1,8 
1,8 

X  
X 

X  
X 

  

Snipe Nose Pliers, jaws bent 45°, serrated,  
for working in confined spaces.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
275 

140 51/2 70 33 11 7,0 2,0 1,5 X   X 
 

 

Snipe Nose Pliers, serrated,  
for gripping, holding and forming different 
wires and parts.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
276 

140 51/2 70 35 11 7,0 1,8 1,2 X X X 
 

 

Snipe Nose Pliers with Tip-Cutter,  
for cutting and forming copper wire up to ø 
0,8mm.  
Lap-joint with extra-hard rivet.  
   

No. mm ´´  g A B C b c oF F DF 

E 279 150 6 90 44 14 8,0 2,0 1,8 X   X  

 

 

 



Long Snipe Nose Pliers, serrated,  
heavy pattern with fine tips.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
280 

170 61/2 100 60 13 8,0 2,0 1,8 X   X 
 

 

Long Snipe Nose Pliers, jaws bent 45°, 
serrated,  
heavy pattern with fine tips. Box-joint.  
281-90: jaws bent 90°.  
   

No. mm ´´  g A B C b c oF DF 

E 281 
E281-

90 

170 
170 

61/2 
61/2 

100 
100 

58 
55 

13 
13 

8,0 
8,0 

2,0 
2,0 

1,8 
1,8 

X  
X 

X  
X 

  

Needle Nose Pliers, pointed, without 
serration,  
for working in confined spaces.  
Lap-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
286 

150 6 90 45 14 8,0 2,0 2,0 X X X 
 

 

Needle Nose Pliers, Jws bent 45°, without 
serration,  
for picking up fine parts.  
Lap-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
287 

145 53/4 90 42 14 8,0 2,0 2,0 X X X 
 

 

 



 

Adjusting Pliers , smooth polished inside 
jaws,  
edges rounded, for fine assembly work.  
Lap-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
288 

135 51/4 70 35 13 7,0     X X X 
 

 

I Pointed jaws  III  Jaws bent 45°  

II  Wide jaws IV  Jaws bent 90°  

 
   

No. mm ´´  g A B C b c oF F DF 

I  
II   
III   
IV  

135 
135 
130 
135 

51/4 
51/4 
51/8 
51/4 

70 
70 
70 
70 

35 
35 
32 
35 

13 
13 
13 
13 

7,0 
7,0 
7,0 
7,0 

1,0 
1,0 
1,5 
2,0 

2,0 
4,0 
4,5 
8,5 

X  
X  
X  
X 

X 
X 
X 
X 

X  
X  
X  
X  

 

Round and Hollow Pliers, jaws round 
/hollow,  
for bending the wires.  
Box-joint.  
   

No. mm ´´  g A B C ø c oF F DF 

E 
289 

130 5 70 20 12 8,0 1,5 4,5 X   X 
 

 

Duckbill Nose Pliers, wide jaws, inner 
surface fine sandblasted,  
for holding flat parts.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
302 

150 6 80 46 14 9,0 1,5 8,5 X X X 
 

 

 



 

Tip Cutters with Wire Stripping 
Hole,  without serration,  
for forming, stripping and cutting on 
production lines.  
Lap-joint. Standard-ø 0,5mm - swg 
25.  

please submit sample wire 
   

No. mm ´´  g A B C b c 

30-
278 

150 6 100 44 15 8,5 2,0 1,5 
 

 

Tip Cutters with Wire Stripping 
Hole,  without serration,  
for forming, stripping and cutting 
on production lines.  
Lap-joint. Standard-ø 0,4mm - swg 
26.  

please submit sample wire.  
   

No. mm ´´  g A B C b c 

30-
286 

150 6 90 44 14 8,0 2,0 1,8  
 

 

Wire Stripping Pliers , with adjusting screw, 
light-weight,  
ideal for fine work and building apparatus. 
Lap-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
400-
130 

130 5 70 30 13 7,5 13 7,0 X   X 

  

Wire Stripping Pliers , with adjusting screw, 
for finest work  
in confined spaces. Lap-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
400-
3x3 

130 5 65 30 12 7,5 6,0 3,0 X   X 

 
 

 



Wire Stripper , spring-steel, PVC-
covered handle, for removing  
silk, lacquer or PVC-insulation. 
Standard-ø 0,6mm.  
Knifes interchangeable, order-no.: B 
403, ø-0,5;0,6;0,8;1,0mm.  
   
   

No. mm ´´  g A ø in mm 

E 
402 

130 5 50 100 0,5;0,6;0,8;1,0 
  

Telephone Pliers with Stripping 
slot, jaws serrated, for  
forming, stripping and cutting on 
production lines.  
Lap-joint. Standard-ø 0,6mm.  
   
   

No. mm ´´  g A B C b c 

E 
404 

165 61/2 115 55 16 9,0 2,5 2,0 
  

Assembling Pliers, for terminals, contacts and other  
cylindrical parts with ø 3,0-4,0 mm. Serrated jaws. Box-joint.  

410-B: jaws bent 40°.  
   

No. mm ´´  g A B C a b c 

E 410-A  
E 410-B 

155  
155 

6  
6 

95  
95 

46  
43 

14  
14 

8,0  
8,0 

4,0  
4,0 

6,5  
6,5 

4,5  
4,5  

ssembling Pliers, for terminals and contacts, W 
6,3 - 1,5.  
Hole-ø 4,0mm vertical and horizontal. Lap-joint.  
   
   
   

No. mm ´´  g A B C b c 

E 
410-
G 

140 51/2 85 29 15 8,0 8,0 7,0 

 

 



Assembling Pliers, for terminals and contacts, 
for multiple  
use, heavy pattern. Hole-ø 4,0mm vertical, 
horizontal 4,0x5,0mm.  
Lap-joint.  

H 4,8 - 1; 6,3 - 2,5; 6,3 - 6; 9,5 - 6; W 6,3 - 1,5  
   

No. mm ´´  g A B C b c 

E 410-H 180 7 200 34 19 10 9,0 9,0   

Sidecutter, Heavy pattern, flush cutting.  
Lap-joint.  
Copper wire ø 1,5mm, iron wire ø 0,9mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 418-
1 

120 43/4 80 19 14 9,0     X X X 
 

 

Sidecutter, Heavy pattern, suitable for most 
operations,  
flush cutting. Longer life by box-joint.  
Copper wire ø 2,0mm, iron wire ø 1,0mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 419-1 130 5 90 19 15 9,0     X X X  

 

Sidecutter, triangular head for fine work, 
flush cutting.  
Longer life by box-joint.  
Copper wire ø 1,5mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
419-

3 
130 5 90 18 15 9,0 2,5 1,5 X X X 

 
 

 



 

Sidecutter with Carbide Edges, for long life, 
especially suitable  
for tungsten wire, flush-cutting. Box-joint.  
Copper wire ø 1,2mm, tungsten wire ø 0,7mm.  
   

No. mm ´´  g A B C oF F DF 

E 419-HM 130 5 95 15 15 9,0 X   X  

 

Sidecutter for plastics and fine PVC-covered 
wire, triangular head  
and flat cutting edges. Box-joint, double leaf 
spring.  
120mm: light-weight, 130mm: heavy pattern. .  
   

No. mm ´´  g A B C b c oF F DF 

E 420 120 
130 

43/4 
5 

60 
95 

16 
18 

12 
15 

7,0 
9,0 

2,3 
2,5 

1,2 
1,3 

    X  
X  

 

Oblique Cutters, full-flush cutting, edges set at 
75°.  
Box-joint.  
Copper wire ø 1,2mm, iron wire ø 0,9mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3150 

120 43/4 65 17 11 7,0 11,0 16,0 X   X 
 

 

Oblique Cutters, as before, but short cutting 
edges. Box-joint.  
Copper wire ø 1,2mm, iron wire ø 0,9mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3151 

120 43/4 65 9 11 7,0 11,0 8,5 X   X 
 

 

 



 

Sidecutter, slim-line, with fine bevel. Lao-
joint.  
Copper wire ø 1,0mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3154 

120 43/4 65 15 11 6,5     X   X 
 

 

Sidecutters , most popular shape for 
assembly work, trimming printed  
circuit boards, also for radio and telephone 
work. Box-joint.  
Copper wire ø 1,0mm, diode wire ø 0,6mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3155 

110 43/8 50 13 12 7,0     X   X 
 

 

Sidecutter with Carbide Edges, for long 
life, especially suitable  
for tungsten wire, flush-cutting. Box-joint.  
Copper wire ø 1,0mm, tungsten wire ø 
0,6mm.  
   

No. mm ´´  g A B C oF DF 

E 3155-
HM 

110 43/8 60 12 12 7,0  X X 
 

 
Sideutters, flush-cutting, with extra-hard 
cutting edges,  
also suitable for fine spring wire. Box-
joint.  
Copper wire ø 1,2mm, iron wire ø 
1,0mm, spring wire ø 0,4mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3156 

120 43/4 55 16 12 7,0     X   X 
  

 



 

Oblique Cutters, for full-flush cutting, cutting 
edges extra-hard.  
Precision tool, screwed joint.  
Copper wire ø 0,2-1,0 mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3160 

120 43/4 40 18 9,0 6,0 11,0 16,0 X   X 
 

 

Oblique Cutters, as before, but short cutting 
edges, for working in  
confined places. Precision tool, screwed joint.  
Copper wire ø 0,2-0,8 mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3161 

120 43/4 40 9,0 9,0 6,0 11,0 8,5 X   X 
 

 

End Cutters , for full-flush cutting, also for flat 
cables and other  
delicate work. Precision tool, srewed joint.  
Copper wire ø 0,2-1,0 mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3162 

120 43/4 40 21 9,0 6,0 10,0 21,0 X   X 
 

 

End Cutters , cutting edges extra-slim,  
for fine work in confined spaces. Box-koint.  
Cutting-edge: 2,5 mm, copper-wire ø 0,6 mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3166 

115 41/2 35 17 8,5 6,5 4,5 4,0  X   X 
 

 

 



 

Flat Nose Pliers, slim,  
smooth jaws for delicate work.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3170 

120 43/4 30 23 8,5 6,0 1,2 3,0 X X X 
 

 

Flat Nose Pliers, as before, but larger gripping 
surface.  
Box-joint.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3171 

120 43/4 30 22 8,5 6,0 1,2 4,0 X X X 
 

 

Round Nose Pliers, smooth polished inside 
jaws  
for bending fine loops.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3172 

120 43/4 30 19 8,5 6,0 1,6 0,8 X X X 
 

 

Sipe Nose Pliers, smooth polished inside jaws,  
for gripping fine parts and forming wire.  
Box-joint.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3174 

120 43/4 30 23 8,0 6,0 2,0 1,5 X X X 
 

 

 

 



 

Sidecutters with eye- guard of plastic, to 
avoid injury.  
Tiangular head for surely put on before cutting 
operation.  
Box-joint. Copper wire ø 1,2mm, diode wire ø 
0,8mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3320 

120 43/4 95 18 15 9,0 2,0 1,2     X 
  

Oblique Cutters, slim, cutting-edges bent 
40°, ideal for tip-cutting  
by fine work. Exact guidance of cutting-edges 
by box-joint.  
Copper wire ø 1,0mm, diode wire ø 0,6mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3330 

130 5 70 22 11 7,0 7,5 5,0     X 
  

Oblique Cutters, heavy pattern, full-flush 
cutting also of strong  
copper wire. Box-joint, double leaf spring.  
Copper wire ø 0,3-1,5 mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3331 

120 43/4 70 12 12 8,0 9,0 7,5     X 
 

 

End Cutters, semi-flush cutting-edges, width 4 
mm, long noses for  
work in confined spaces. Box-joint, double leaf 
spring.  
Copper wire ø 1,2mm, diode wire ø 0,8mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3333 

140 51/2 95 35 13 8,0 7,5 4,0     X 
 

 



Distance Cutting Pliers, for cutting wire to a 
distance of 1,0 mm  
from printed circuit board. Box-joint, double 
leaf spring.  
For fine work, copper wire ø 0,8 mm. Flush-
cutting.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3334 

110 43/8 35 15 9,0 6,0 5,0 4,0     X 
  

 

Distance Cutting Pliers, for cutting wire and 
pins to a distance  
of 1,3 mm from printed circuit board. Box-
joint, double leaf spring.  
Copper wire ø 1,2 mm, brass-pins ø 1,0 mm. 
Flush-cutting.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3335 

125 47/8 80 18 12 8,0 7,5 4,0     X 
  

Cutting and Squeezing Pliers, equal cutting 
and following squeezing  
of the wire-end, also for making contact pins. 
Oblique cutter.  
Box-joint, double leaf spring. Copper wire ø 
1,5mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3337 

120 43/4 75 10 12 8,0 7,5 4,0     X 
  

Cutting and Bending Pliers, equal cutting of 
1,3 mm to printed  
circuit board and bending to 45°. Oblique 
cutter. Box-joint, double  
leaf spring. Copper wire ø 1,0mm, diode wire 
ø 0,7 mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3339 

130 5 80 20 12 8,0 6,5 4,0     X 
  



Bending Pliers, for forming a U-shape 
in component leads.  
Box-joint, double leaf spring.  
3344: with side cutter and adjusting 
screw.  
   

No. mm ´´  g A B a b c DF 

E 
3343 

E 
3344 

130 
130 

5  
5 

75 
77 

21 
21 

12 
12 

10 
10 

7,0 
7,0 

6,0 
6,0 

X  
X 

  

Looping Pliers, for forming connection 
hooks in leads.  
Simultanious cutting and forming. Box-
joint, double  
leaf spring. Copper wire ø 0,4-0,6 mm.  
   
   

No. mm ´´  g A B a b c DF 

E 
3346 

110 43/8 55 12 12 8,0 8,0 9,0 X 
  

 

Sidecutter, slim-line, fine cutting edges, for 
fine work. Box-joint.  
Copper wire ø 1,0mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3355 

110 43/8 50 12 9,0 7,0     X   X 
 

 

Sidecutters with Carbide Edges, long-
life, especially  
suitable for tungsten wire, flush-cutting. 
Box-joint.  
Copper wire ø 0,9mm, tungsten wire ø 
0,5mm.  
   

No. mm ´´  g A B C a oF DF 

E 
3355- 
HM 

110 43/8 37 12 9,0 6,0 9,0 X X 

  



Sidecutters, triangular head, fine cutting edges 
for cutting  
thin wires and cutting out tiny components, even 
when closely packed.  
Box-joint. Copper wire ø 0,9mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3357 

110 43/8 35 12 9,0 6,0 1,5 1,0 X   X 
 

 

Sidecutter with Wire Trapping Spring, 
prevents waste wire flying  
off lodging in circuit boards. Protect against 
eye injury.  
Normal shape. Box-joint. Copper wire ø 
1,0mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3359 

110 43/8 55 13 12 7,0     X   X 
  

Sidecutter with Wire Trapping Spring, as 
before, but triangular  
head for finest work in confined spaces.  
Box-joint. Copper wire ø 0,8mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3360 

110 43/8 50 12 9,0 6,0 1,5 1,0 X   X 
 

 

Sidecutter with Wire Trapping Spring, heavy 
pattern with triangular  
head, also suitable finest work.  
Box-joint. Copper wire ø 1,0mm.  
   
   

No. mm ´´  g A B C b c oF F DF 

E 
3363 

130 5 90 18 15 9,0 2,5 1,5 X   X 
 

 



Miniature-Sidecutters, cutting edge 
with slot 7,0x1,5 mm,  
for getting around wires. Only for 
delicate work.  
Box-joint. Copper wire ø 0,8mm.  
   

No. mm ´´  g A B C oF DF 

E 
3380 

110 43/8 45 12 9,0 7,0 X X 
 

 

Miniature-Tipcutters , with fine bevel. For fine 
wires in confined  
spaces. Box-joint, double leaf spring. Copper 
wire ø 0,7mm.  
   

No. mm ´´  g A B C a c oF F DF 

E 
3388 

115 41/2 40 18 9,0 6,0 6,0 2,2 X   X 
 

 

Miniature-Sidecutters, head extra-small,  
only for finest work.  
Lap-joint, double leaf spring. Copper wire ø 
0,6mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3390 

90 33/8 30 10 6,5 4,0         X 
 

 

Miniature-Sidecutters, with small head,  
for fine work, especially in confined spaces.  
Lap-joint, double leaf spring. Copper wire ø 
0,7mm.  
   

No. mm ´´  g A B C b c oF F DF 

E 
3399 

100 4 35 13 9,0 5,0 6,0       X 
 

 

 



Oblique Cutters, slim, full-flush cutting. 
Cutting edges bent 40°.  
Ideal for tip-cutting by fine work. Box-joint, 
double leaf spring.  
Copper wire ø 0,6 mm.  
   

No. mm ´´  g A B C b c <)° DF 

SF 
3164 

110 43/8 38 14 9,0 6,0 5,0 5,0 40  X 
 

 

Oblique Cutters, slim, short, without bevel, 
Cutting edges bent 40°.  
Heavy pattern for full-flush cutting. Box-joint, 
double leaf spring.  
Copper wire ø 0,3-1,0 mm.  
   

No. mm ´´  g A B C b c <)° DF 

SF 
3165 

105 41/4 38 9,0 9,0 6,0 9,0 7,5 40  X 
 

 

End Cutters, cutting edges extra-slim, 
full-flush cutting.  
For fine work in confined spaces. Box-
joint, double leaf spring.  
Cutting edges 2,5 mm. Copper wire ø 0,6 
mm.  
   

No. mm ´´  g A B C b c DF 

SF 
3166 

115 41/4 38 15 9,0 6,0 5,5 2,5 X 
 

 

Flat Nose Pliers, slim. Smooth jaws for 
delicate work, edges rounded.  
Box-joint, double leaf spring.  
   

No. mm ´´  g A B C b c DF 

SF 
3170 

120 43/4 39 22 9,0 6,0 1,0 3,0 X 
  

Flat Nose Pliers, large, smooth gripping 
surface, edges rounded.  
Box-joint, double leaf spring.  
   

No. mm ´´  g A B C b c DF 

SF 
3171 

120 43/4 41 20 8,5 6,0 4,0 1,0 X 
  

 



 

Round Nose Pliers, smooth gripping 
surfaces, fine tips.  
Box-joint, double leaf spring.  
   

No. mm ´´  g A B C b c DF 

SF 
3172 

120 43/4 35 19 8,5 6,0 1,6 0,8 X 
  

Snipe Nose Pliers, smooth gripping 
surfaces, round edges, fine tips.  
Box-joint, double leaf spring. .  
   

No. mm ´´  g A B C b c DF 

SF 
374 

120 43/4 37 22 8,5 6,0 1,5 1,2 X 
  

Bent Snipe Nose Pliers, jaws bent 45°. 
Smooth gripping surfaces,  
round edges, fine tips. Box-joint, double leaf 
spring.  
   

No. mm ´´  g A B C b c <)° DF 

SF 
3175 

120 43/4 37 20 8,5 6,0 1,5 1,2 45 X 
  

Short Snipe Nose Pliers, heavy pattern. 
Smooth gripping surfaces,  
round edges. Box-joint, double leaf 
spring.  
   

No. mm ´´  g A B C b c DF 

SF 
3178 

110 43/8 35 15 8,5 6,0 1,5 1,2 X 
  

Sidecutters, slim-line, fine 
cutting edges.  
Box-joint, double leaf spring.  
Copper wire ø 0,2-0,8 mm.  
   

No. mm ´´  g A B C DF 

SF 
3355 

110 43/8 40 12 8,5 6,0 X 
  

 



 

Sidecutters with Carbide Cutting 
Edges, flush-cutting,  
suitable for tungsten wire. Box-joint, 
double leaf spring.  
Copper wire ø 0,8 mm, tungsten wire ø 
0,5 mm.  
   

No. mm ´´  g A B C a DF 

SF 
33355 
HM 

110 43/8 41 14 8,5 6,0 9,0 X 

 

 

Sidecutters, pointed form, fine cutting 
edges, tips rounded.  
Box-joint, double leaf spring. Copper wire 
ø 0,3-0,8 mm.  
   

No. mm ´´  g A B C b c DF 

SF 
3357 

110 43/8 40 12 8,5 6,0 1,0 0,8 X 
  

Miniatur-Tipcutters , only for finest 
work in confined spaces.  
Box-joint, double leaf spring. Copper wire 
ø 0,2-0,6 mm.  
   

No. mm ´´  g A B C a c DF 

SF 
3389 

115 41/2 39 17 8,5 6,0 5,0 2,0 X 
  

Miniatur Oblique Cutters , with extra 
narrow head, only for finest work.  
Lap-joint, double leaf spring. Copper wire 
max. ø 0,6 mm.  
   

No. mm ´´  g A B C a <)° DF 

SF 
3390 

95 31/2 22 10 6,5 4,0 8,0 20 X 
  

Miniatur Oblique Cutters , with narrow 
head, for fine work,  
alos for IC-pins. Lap-joint, double leaf 
spring.  
Copper wire max. ø 0,7 mm, also for IC´s.  

No. mm ´´  g A B C a <)° DF 

SF 3399 100 4 28 13 8,0 5,0 10 20 X   

 


